
 

 

 Main Features 


 1/2.9” 1 MP HQIS Pro  

  25/30fps@720P  

 Day/Night(ICR), AWB, AGC, BLC, 3D-DNR 

 36 Nos. of IR LED Lights  

 6mm (2.8 mm, 3.6mm, 8mm optional)  

 IR Range of 20Mtr 

 High speed, long distance real-time transmission 

FEATURES SPECIFICATIONS 

Body Housing  Metal Body 

Image Sensor  1/2.9” 1-MegaPixel HQIS Pro 

Minimum Illumination  0.01Lux@F1.2(0Lux IR LED on) 

Shutter Speed  1/50s ~ 1/100,000s 

Lens  6mm (2.8 mm, 3.6mm, 8mm optional) 

Video Streaming  720P@25 fps 

Video Output  
1-channel BNC HDCVI high definition video output / CVBS standard 

definition video output (Can switch) 

ICR  Auto(ICR)/B&W/Color 

IR  IR Range of 20 M, Smart IR 

IR LEDs  36 Nos. of LED Lights 

Operating Temperature  -30°C ~ +60°C/ Less than 95%RH (no condensation) 

Power Source  DC12V±10% 

Power Consumption  Max 3.5W 

Dimension  69.4mm x 79.3mm x 173.9mm 

Weight  380g 
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